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ООО «Торговый Дом «Прометей»  

142410, г. Ногинск, Московская область, ул. Бетонная, д.3

Контакты: (495) 979-76-05

(977) 316-7605
 (903)100-34-47

ICQ: 408280786

E-mail: info@tdprometey.ru
Сайт: www.tdprometey.ru
Каталог
Люки нержавеющие разные
Люки из нержавеющей стали характеризуются высоким качеством, стойкостью к различным средам и подтверждены соответствующими сертификатами. 

Все детали люков и заслонок, предлагаемых нашей компанией, такие как винты, скобы и рукоятки изготовлены из марки стали AISI 304, AISI 316L. 

Стандартные уплотнения обычно изготовлены из резины, способной контактировать с пищевыми продуктами в температурном диапазоне 18-50°С. 
Наша компания по запросу клиента также предлагает уплотнители для люков и крышек из таких материалов как: Silicon, Viton, NBR, EPDM. 

Выбор уплотнительного материала очень важен для соблюдения температурного режима и композиционных характеристик продукции. Полирование поверхности ведется до зеркального блеска со средней шероховатостью поверхности ±1,4-0,6, также возможно анодное покрытие.
При изготовлении люков и заслонок на заводе-изготовителе произведены испытания на воздействие давлением, растяжением и разрывом, результаты этих испытаний приводятся в каталоге.
Рекомендовано при эксплуатации придерживаться правил и периодически заменять элементы, находящиеся в постоянном контакте с жидкостями. Это заметно увеличит срок эксплуатации крышек и люков.
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APPLICATION
“The found stainiess steel manway with non-pressure is used on (op.
of tanks or containers, especiall in the dairy industry, where a hy-
gienic closeable mean of access to the inerior o the fankis re-
quired

DESIGN AND FEATURES
~Outward opening manway door type.

- Handle wheel in material of Nyion or Stainiess steel.

- Selfsealing double ip seal to prevent fluids spraying out

TECHNICAL DATA MATERIAL
Working pressure: No pressure Cover Body: 55304 or SS316L
Min. Temperature: -20°C Handle Wheel: Nylon or $5304
Max. Temperature: + 100°C (Silcon) Gasket: Silicon, EPDM, FPM

Inside Surface Finis! Mirror
Outside Surface Finish:  Satinor Mirror
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* Gasket Material Opion: Sicon, EPDM, FPM.
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ApPLICATION
Pressure round stainless steel manway is used on (09 of pressur-—
ized tanks and containers where closeable means of access o the
interior of the vessel i reqired.

DESIGN AND FEATURES

- Outward opening manway door type.

- Opton with sight glass.

- Handle wheel in materal of Nylon or Stainless steel
Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 248ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Sificon) Handle Wheel: Nylon or $5304

Gasket: Silcon, EPDM, FPM
Inside Surface Finish: Mo

Outside Surface Finish:  Satin or Mirror
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* Gasket Materia Option Sicon EPDM, FPM
* Handles oy depends on size, prassure snd temprature.

DIMENSIONS (MM
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AppLICATION

Pressure round manway with sight glass is used on 1op of pressur-
ized tanks and containers where closeable means of access fo the
interior of the vessel i required.

DESIGN AND FEATURES
- With Flange Sight Glass on the top

- Outward opening manway door type.

- Handle wheel in mateial of Nylon or Stainless steel
- Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 1-48ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Silicon) Handle Wheel: Nylon or $5304

Gasket: ilcon, EPDM, FPM
Inside Surface Finish:  Miror

Outside Surface Finish:  Satin or Mirror
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* Gasket Materia Option Sicon EFDM, FPM

* Handles oy depends on size, prassure snd tempraturs
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View Glass Manway is used on {op of pressurized tanks and con-
tainers where closeable means of access to the inerior o the vessel

is required

DESIGN AND FEATURES

- Full Glass cover for easlly viewing
- Outward opening manway door type

- Handle wheel in mateial of Nylon or Stainless steel
- Frame Height and thickness available on request

TECHNICAL DATA MATERIAL

55304 or SS316L
Nylon or $5304
Silcon, EPDM, FPM

Working pressure: 18ar
Max. Temperature: + 100°C (Silicon)
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ApPLICATION
‘The eliptical Manways are used on tanks and containers used in a
wide range of sanitary applications such as wine, beverages, dairy
and foodstuffs. They are designed to fit where a cioseable mean of
access to the interor of the vessel,situated below the liquid level, is
required.

DESIGN AND FEATURES

inward opening manway door type
- Gasket Material Option: Sicon EPDM, FPM
- Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 05-38ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Silicon) Gasket: ilcon, EPDM, FPM

Inside Surface Finish: Mo

Outside Surface Finish:  Satin or Mirror

PARTSUIST

1 Frame. 1430114408 | 1
2 Cover 1430114408 | 1
3 Gastat Siicone*_| 1
4 Eracker Ta0s I
s ‘Spanner Handie Ta04 1
o Suspension am T304 1
7 Nt Ta0s s
o Trust coar Ta04 1
o [y Ta04 1

* Gasket Materis Option Sicon EPDM, FPM

DIMENSIONS (M)
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ApPLICATION

The Rectangular manhole covers are used in botling and washing
machines and indusires whers removal of pulp from the bottom of a
tank must be done occasionally.

DESIGN AND FEATURES

- Outward opening manway door type:

- Handle wheel in material of Nylon or Stainless steel.
- Gasket Material Option: Silcon,EPDM, FPM|

- Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 058ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Sificon) Handle Wheel: Nylon or $5304

Gasket: Silcon, EPDM, FPM

Mirror
Satin or Mirror

PARTSUIST

1 Frame. 1430114408 | 1
2 Cover va0t1.4s08 | 1
3 Gastat Sieone* | 1
4 Eracker Ta04 1
s Hangle Fasieaos | 1
& | upringe suppont T304 f
7 Swing boit T304 1
& | Back hinge support 104 1
© | Fronthinge support T304 I
0 erew Ta0s 1
I Nt Ta0s 1
12 Lock ring 04 1
n Fin Ta0s 1

* Gasket Materia Option Sicon EPDM, FPM

DIMENSIONS(MM)
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AppLICATION

The Rectangular manhole covers are used in botling and washing
machines and indusires whers removal of pulp from the bottom of a
tank must be done occasionally.

DESIGN AND FEATURES

- Outward opening manway door type
- Gasket Material Option: Siicon, EPDM, FPM
~ Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 058ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Silicon) Gasket: Silcon, EPDM, FPM

Inside Surface Finis| Mirror
Outside Surface Finish:  Satin or Mirror

5 * Gasket Material Option Sicon EFDM, FPM
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ApPLICATION

The Rectangular manhole covers are used in botling and washing
machines and indusires whers removal of pulp from the bottom of a
tank must be done occasionally. -

DESIGN AND FEATURES

- Outward opening manway door type
- Gasket Material Option: Siicon, EPDM, FPM
~Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 058ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Silicon) Gasket: Sicon, EPDM, FPM

Inside Surface Finish: Mo

Outside Surface Finish:  Satin or Mirror
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AppLICATION
‘The eliptical Manways are used on tanks and containers used in a

wide range of sanitary applications such as wine, beverages, dairy

and foodstuffs. They are designed to fit where a cioseable mean of

access to the interior of the vessel,situated below the liquid evel, is
required.

DESIGN AND FEATURES

Inward opening manway door type
- Gasket Material Option: Siicon, EPDM, FPM
- Frame Height and thickness available on request

TECHNICAL DATA MATERIAL
Working pressure: 1-38ar Cover Body: 55304 or SS316L
Max. Temperature: + 100°C (Sificon) Gasket: Silcon, EPDM, FPM
Inside Surface Finish: Mo
Outside Surface Finish:  Satin or Mirror
PARTSUIST
' Frame. 1430114408 | 1
2 Cover 140114408 | 1
3 Gastat Sieone* | 1
4 Eracker T304 1
s Top Nut T30t 1
o Suspension am T0s 1
7 serew T304 2
o Hinge ear 104 2
o ™y Ta04 1
0 Nt Ta0s 3
* Gasket Materia Option Sicon EFDM, FPM
DIMENSIONS(MM)
TvEozsss | a0 | 340 | sss | ass | 75
TvEo2s0s | 40 | 340 | ses | aes | 100 | 4
Tmeozse0 | 40 | 40 | se0 | seo | 132





Уплотнения для люков

	[image: image11.png]@3




 

Сфера применения и харакетристики прокладок и уплотнений из эластомера.

Торговое наименование

Техническое наименование

Сфера применения

Температура ограничения
Не рекомендуется для

NBR

сополимер бутадиена с высоким содержанием акрилонитрила

углеводы с содержанием ароматических соединений менее 45%, природный газ, воздух, воды, морская вода, спирты, двухатомные спирты.

-20°C /+100°C 
-4°F /+212°F

растворители, бензол, диметилбензол

ЭТИЛЕН ПРОПИЛЕН высокотемпературный (EPDM HT)

терполимер этилена и пропилена

вода, пар, морская вода, солевые растворы, абразивные материалы, фосфаты, эфиры, кетоны, пищевые щелочные соединения, жидкости и твердые вещества

-35°C /+150°C 
-31°F /+302°F

растворители, бензол, диметилбензол

СИЛИКОН Q

кремнийсодержащий метилвенил

напитки, пищевые продукты

-30°C /+100°C 
-22°F /+302°F

углеводы, растворители, пары

VITON* 
FPM

сополимер гексафторпропилена фтористого винилидена

углеводороды с высоким содержанием ароматических соединений, минеральные и галогенозамещенные кислоты, фосфорная кислота, ароматические и алифатические эфиры

-10°C /+160°C 
-14°F /+320°F

пары, кетоны, амины, эфиры, щелочи

NEOPRENE* 
CR

полихлоропрен

масла, разбавленные минеральные кислоты,щелочи, жиры

-18°C /+90°C 
0°F /+194°F

кетоны, концентрированные кислоты, растворители для красок

НАТУРАЛЬНЫЙ КАУЧУК (NR)

латекс (растительный)

абразивные материалы

-35°C /+65°C 
-31°F /+149°F

пары, углеводороды, масла

TEFLON* 
(P.T.F.E)

поли

корродирующие вещества, растворители

-40°C /+180°C 
-40°F /+356°F

абразивные материалы, газообразный фтор, щелочные металлы в расплавленном состоянии

* - торговая марка DU PONT 

Вышеприведенная таблица является ориентировочной. Многие факторы вляияют на размеры коррозии (тип раствора - концентрация - температура - наличие примесей и т.п.). Окончательная оценка производится клиентом в соотвествии с областью применения оборудования и его характеристиками.


